
AW1723
Sweeping swan neck 

AW1723/OF
Sweeping swan neck 

Produces aesthetic connection of swan neck and enables 360  orientation

PT(Ø*) 1699/F (* Pole diameter)
Pole top mount full swan neck
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Pole & Tower Accessories <

PT(Ø*) 1699/H (* Pole diameter)
Pole top mount half swan neck

Ø48.3 x 3 CHS

Fitting to suit
dome employed
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6 No. M10 grub
screws to secure

Diameter of tube to fit over lamp-post/pole

Fitting to suit
dome employed
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6 No. M10 grub
screws to secure

Diameter of tube to fit over lamp-post/pole

530

Ø48.3 x 3 CHS

Cable way through base of swan neck
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Ø48.3 x 3 CHS

For 6 - 8” Domes

460

Ø 60.3 x 3 CHS

For 15 - 18” Domes (ornate option shown)
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Fitting to suit
dome employed

3 No. grub screws
to lock swan-neck

into selected 
position

Optional cover
plate with cable

restraint bar
/AC

Double, triple & quad brackets available

Ø40 Cable
access way

through 
spigot
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Flange mount
(Standard)

Screw in
/SN

Spigot/Socket
/SP

Pole Top Mounted Swan Neck

Sweeping Swan Neck Brackets

Fitting Option for Swan NecksDetail of Swan Neck (Screw in)
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